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The utility vehicle of choice for many professionals such as farmers, Timberiine Green
gamekeepers and grounds-care experts. Road Lighting Kit Included

- High ground clearance with high approach and descent angles

- EPS - Electric Power steering with adjustable steering rake angle

- 993cm liquid cooled, 3 cylinder diesel engine with CVT drive
selectable 2 and 4 wheel drive and a selectable rear diff lock

- A multi function dashboard

- Seating for 2

- 907 kg towing capacity

- 50K up to (30mph) speed A range accessories are available
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Engine type: Liquid-cooled, 4-stroke In-line Brakes, front: Dual 212 mm discs
3-gylinder diesel, OHV with two-piston calipers
Displacement: 993 cm3 Brakes, rear: Dual 8212 mm discs

with single-piston calipers

Bore X stroke: 740 x 77.0 mm
Independent suspension front: Double wishbone

Compression ratio:  23.5:1
Independent suspension, rear: Double wishbone

Fuel system: In-line injection pump
Starting: Electric ‘ FRAME & DIMENSIONS
Lubrication: Forced lubrication, wet sump Frame type: Ladder type, tubular steel
Rake/Trail: 4.4
Ll PERFORMANCE & TRANSMISSION
Wheel travel: front 222mm/rear 217mm (L), 220mm (R
Maximum power: 17.8 kW {24 PS} / 3,600 min
Tyre, front: 26 x 9.00-12 4PR
Maximum torque: 52.1 N.m {5.3 kgf.m} / 2,400 min Tyre, rear: 26 x 11.00-12 4PR
Transmission (high/low) CVT with reverse Dimensions: (L x W x H) 3,385 x 1,625 x 1,965mm
Dual range:
Wheelbase: 2,345 mm
Final Drive: 2WD / 4WD, shaft, Dual-Mode
differential Ground Clearance: 265 mm
Primary reduction ratio: 3.334 ~ 0.756 (belt converter) Fuel capacity: 30 litres
Seat height: 885 mm Curb Mass: 828 kg




MULE Pro DXT

up to 2 years warranty available’

v EAS]

PRE

Frices are e o usive of VAT

MMO >. P RS LINX YOS Colour Options .

Timberline Green

The utility vehicle of choice for many professionals such as farmers,
gamekeepers and grounds-care experts. Road Lighting Kit Included

- High ground clearance with high approach and descent angles

- EPS - Electric Power steering with adjustable steering rake angle

- 993cm liquid cooled, 3 cylinder diesel engine with CVT drive
selectable 2 and 4 wheel drive and a selectable rear diff lock

- A multi function dashboard

- Seating for 2 to 4

- 907 kg towing capacity

- 50K up to (30mph) speed A range of accessories are available
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Engine type: Liquid-cooled, 4-stroke In-line Brakes, front: Dual 8212 mm discs
3-gylinder diesel, OHV with two-piston calipers
Displacement: 993 cm3 Brakes, rear: Dual @212 mm discs

with single-piston calipers

Bore x stroke: 740 x 77.0 mm
Independent suspension front: Double wishbone

Compression ratio:  23.5:1
Independent suspension, rear: Double wishbone

Fuel system: In-line injection pump
Starting: Electric ‘ FRAME & DIMENSIONS
Lubrication: Forced lubrication, wet sump Frame type: Ladder type, tubular steel
Rake/Trail: 44
PERFORMANCE & TRANSMISSION Wheel travel: front 222mmv/rear 217mm (L), 220mm (R)
3,600 min
Tyre, front: 26 x 9.00-12 4PR
Maximum torque: 52.1 N.m {5.3 kgf.m} / 2,400 min Tyre, rear: 26 x 11.00-12 4PR
Transmission (high/low) CVT with reverse Dimensions: (L x W x H) 3,385 x 1,625 x 1,970 mm
Dual range:
Wheelbase: 2,345 mm
Final Drive: 2WD / 4WD, shaft, Dual-Mode
differential Ground Clearance: 260 mm
Primary reduction ratio: 3.334 ~ 0.756 (belt converter) Fuel capacity: 30 litres

Seat height: 880 mm (front), 965 mm (rear) Curb Mass: 865 kg




MULE SX
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The MULE SX with its automotive driving layout and ROPS protection
is the perfect partner for demanding municipal environments.

- 401cc air cooled engine with CVT Drive with Forward and Reverse
- A Rear Diff Lock

- Adjustable steering Rake

- 2 wheel drive

- 500 KG Towing capacity

- Air intake on top of ROPS approved roll frame

- 16Ltr Fuel tank

A range of accessories are available

Engine type: Air cooled, OHV, 4-stroke single Brakes, front: Dual hydraulic drums
Displacement: 401 cm3 Brakes, rear: Dual hydraulic drums
Bore x stroke: 82 x 76 mm Suspension, front: Independent, MacPherson strut
Compression ratio: 83 Suspension, rear: Unit swing
Fuel system: Carburettor
Ignition: Magneto & transistor
Starting: Electric

Frame type: Ladder type, tubular steel
Lubrication: Forced lubrication, wet sump .

Rake/Trail: 9 /40 mm
Wheel travel: front 78mm/ rear 79mm
Maximum power: 9.2 KW (12.5 PS) / 3,800 rpm g:: ::::: 522: ?10801?0
Maximum torque: 27.9 N-m (2.8kgfm) / 2,200 rpm Dimensions: (Lx W x H) 2,710 x 1,335 x 1,780mm
Transmission: Automatic, forward / reverse Wheelbase: 1,780mm
Final Drive: Gear, dual - mode differential Ground Clearance: 155mm
Primary reduction ratio: .653 - 0.794 (belt converter) Fuel capacity: 16 litras

Curb Mass: 439 kg
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